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Abstract.
The neutron time-of-flight facility n_TOF is characterised by its high instantaneous neutron intensity, high-
resolution and broad neutron energy spectra, specially conceived for neutron-induced reaction cross section
measurements. Two Time-Of-Flight (TOF) experimental areas are available at the facility: experimental area 1
(EAR1), located at the end of the 185 m horizontal flight path from the spallation target, and experimental area
2 (EAR2), placed at 20 m from the target in the vertical direction. The neutron fluence in EAR2 is ∼300 times
more intense than in EAR1 in the relevant time-of-flight window. EAR2 was designed to carry out challenging
cross-section measurements with low mass samples (approximately 1 mg), reactions with small cross-sections
or/and highly radioactive samples. The high instantaneous fluence of EAR2 results in high counting rates
that challenge the existing capture systems. Therefore, the sTED detector has been designed to mitigate these
effects. In 2021, a dedicated campaign was done validating the performance of the detector up to at least 300
keV neutron energy. After this campaign, the detector has been used to perform various capture cross section
measurements at n_TOF EAR2.

1 Introduction

The neutron time-of-flight facility n_TOF at CERN has
been dedicated mostly to measurements of neutron-
induced cross sections of interest mainly in nuclear tech-
nology and astrophysics. Since 2014, the Experimental
ARea 2 (EAR2) [1] located in the vertical direction at 20
m from the spallation target is operational. The neutron
fluence in EAR2 is ∼300 times more intense in the rel-
evant time-of-flight window than the Experimental ARea
1 (EAR1) located at 185 m [2], since it has a ∼30 times
larger neutron fluence and a ∼10 times shorter flight times.
EAR2 was designed to carry out challenging cross-section
measurements with low mass samples (approximately 1
mg), reactions with small cross-sections and/or highly ra-
dioactive samples [3–7].

Two capture cross sections measurements were per-
formed in the EAR2 [7, 8] with the conventional C6D6 de-
tectors available at n_TOF; the so-called BICRON (0.621
L of liquid) [9] and Legnaro (1.0 L of liquid) [10] detectors
that have been extensively used and validated in EAR1. As
described in Ref. [11] these detectors in EAR2 required
considerable corrections that increased with the energy of
the neutron and did not allow to measure cross sections at
neutron energies higher than some keVs.

In fact, the increase in more than two orders of mag-
nitude of the instantaneous flux leads to an equivalent in-

crease in the counting rates in the detectors, as presented in
Fig. 1. The high counting rates of the EAR2 can produce
pile-up effects and gain shifts in the conventional C6D6 de-
tectors of n_TOF (BICRON and Legnaro). Two different
gain shifts were observed: constant gains shift due to high
constant counting rates and gain shifts that are produced
by instantaneous high counting rates. At n_TOF, neutrons
are produced in the spallation reactions induced by a 20
GeV/c proton beam in a massive lead target. In these reac-
tions, a particle-flash of relativistic charged particles, high
energy neutrons and prompt γ-rays coming with very short
time-of-flight is also produced, which arrives at the experi-
mental areas at very short times (<1µs). This particle-flash
in EAR2 produces gain shifts and saturation effects in the
PMTs that can affect the performance and reliability of the
detectors.

In order to address EAR2 challenges, a new detector
has been developed, the Segmented Total Energy Detector
(sTED). This detector has an active volume of C6D6 liquid
of 0.044 L. The drawing of the detector is presented in
Figure 2 and the estimated efficiencies of the detector are
given in Table 1.

The sTED detector is designed to overcome all the pre-
vious problems that suffer the conventional n_TOF C6D6
detectors. Thanks to a smaller active volume, the counting
rate is considerably smaller, leading to a reduction of pile-
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Figure 1. The counting rates obtained in the experimental EAR1
(EAR1-Au) and EAR2 (EAR2-Au) for a BICRON detector with
a threshold of 0.15 MeV located at approximately 10 cm from
a 197Au sample of 2 cm diameter and 100 µm thickness. Also,
the counting rate of the beam-on background obtained with a
dummy sample are presented for the EAR1 (EAR1-Dummy) and
the EAR2 (EAR2-Dummy).
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Figure 2. Drawing of the sTED detector with the different com-
ponents and their size in millimetres.

Table 1. The detection efficiencies for C6D6 detectors in
percentage to the isotropic emission of γ-rays of 1 MeV and 5
MeV and the deexcitation γ-ray cascades of 197Au and 240Pu.
The efficiencies were calculated with Geant4 simulations [12]
with a detection threshold of 0.15 MeV and the detectors were

placed at 5 cm from the γ-ray sources.

1 MeV 5 MeV 197Au 240Pu
γ-rays γ-rays cascades cascades

Legnaro 3.39 2.20 4.77 6.09
BICRON 2.72 1.83 3.86 4.89

sTED 0.24 0.21 0.35 0.43

up effects and gain shifts. To further reduce possible gain
shifts a Hamamatsu R11265U PMT 26x26 mm model has
been employed, with features a borosilicate window and
photocathodes made of super bialkali (SBA) specifically
designed for high counting rates. The use of a smaller ac-
tive volume and PMT also reduce the possible undesirable
effects of the particle-flash.

At the moment there are 9 sTED modules built, that
can be used separately or in cluster mode, see Figure 3.
Funding has been already found to buy 27 more sTED

modules, thus the total number of sTED modules would
be 36.

Figure 3. Picture of one sTED module (top). Picture of one
sTED cluster made of 9 sTED modules (bottom).

As previously mentioned, EAR2 is designed to per-
form capture measurements of samples with low mass
or/and small cross section. However, one of the main lim-
itations to perform capture measurements in this area is
the signal to beam-on background ratio (SBR), increasing
considerably the systematic uncertainties due to the sub-
traction of this background component [11]. In 2021 to
study this background, dedicated measurements were per-
formed at different distances from the centre of the beam
with BICRON detectors. As presented in Fig. 4, the beam-
on background measured at 5, 15 and 30 cm are practically
the same for neutron energies higher than 1 eV. The effi-
ciency to detect the γ-ray capture cascade with a detector
at 5 cm is approximately a factor of 10 higher than with
a detector at 15 cm. Therefore, if we consider only the
beam-on background, the SBR is improved approximately
by a factor of 10 if we place the detector at 5 cm instead of
15 cm. The conventional C6D6 detectors can not be placed
close (i.e < 15 cm) to the beam due to high pile-up effects.
However the sTED can be placed at distances from the
beam as close as 5 cm, thus increasing the SBR.

2 Characterization of the detector in 2021

In 2021 a dedicated campaign was performed to validate
the sTED detector at EAR2. The first step of the work
was to characterize the sTED response with various γ-ray
sources (137Cs, 88Y and Am-Be) and Monte Carlo simula-
tions performed with Geant4. The detector resolution and
the signal amplitude to energy conversion were obtained
by comparing the simulated response and the response ob-
tained experimentally. In Fig. 5 the match between the
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Figure 4. The counting rates obtained for a BICRON detector
in a beam-on measurement with a dummy (i.e. with a layer of
Mylar of 10 µm). sample at different distances from the centre of
the beam.

simulations and the experimental results are presented for
an 88Y γ-ray source. To finally validate the behaviour of
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Figure 5. Geant4 simulations for an 88Y γ-ray sources (MC)
compared with the experimental results with the background sub-
tracted (Exp-Bkg) after the calibration.

the detector, the yield for an 197Au sample of 2 cm di-
ameter and 0.1 mm thickness is compared with the yield
obtained with the evaluated data of JEFF-3.3 [13]. The ex-
perimental yield is calculated by dividing the counting rate
in the sTED detector as a function of the neutron energy
by the neutron fluence of the EAR2, after subtracting the
different background components affecting the measure-
ment. This experimental yield is compared with the yield
obtained with the JEFF-3.3 cross section convoluted with
the Resolution Function (RF) of the EAR2 in Fig. 6. The
two yields are normalised in the first resonance at 4.9 eV,
the RF and fluence of the EAR2 used for this work are
preliminary [14]. In Figure 7 the comparison between the
experimental yield and the one of JEFF-3.3 are presented
with 10 bins per decade. The shape of the two yields are
compatible and the differences observed can be due to the

2 3 4 5 6 7 8

Neutron energy (eV)

0

0.2

0.4

0.6

0.8

1

1.2

1.4

1.6

1.8
3−

10×

Y
ie

ld
 s

c
a

le
d

 (
A

.U
.)

Experimental

JEFF3.3

145 150 155 160 165

Neutron energy (eV)

0

0.05

0.1

0.15

0.2

0.25

3−

10×

Y
ie

ld
 s

c
a

le
d

 (
A

.U
.)

Figure 6. The experimental capture yield obtained for an sTED
detector with a 197Au sample (Experimental) compared with the
yield obtained for the JEFF-3.3 nuclear data library (JEFF-3.3)
for various resonances.

statistical uncertainties or to the uncertainties in the pre-
liminary fluence or RF. At energies higher than 300 keV
there are considerable differences, these differences can be
due to the opening of the (n,np) inelastic reaction channels.
The cross section for inelastic reaction in 197Au is signif-
icantly higher than the capture cross section at energies
above 300 keV.

3 The sTED capture campaigns

In 2022 nine sTEDs detectors were used to measure the
capture cross section of 79Se and 94Nb at a distance of 4.5
cm from the sample, see Figure 8 [15, 16]. The results
obtained in these measurements are very promising and
the setup has been also used to perform the capture cross
section measurements of 160Gd and 94,95,96Mo.

4 Future work and conclusions

The different limitations observed with the conventional
C6D6 detectors at n_TOF EAR2 to perform capture mea-
surements have been studied and the sTED detector was
designed to overcome them. The sTED is made with a
small active volume per detector and a PMT optimized for
high instantaneous counting rates. In 2021, a dedicated
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Figure 7. The experimental capture yield obtained for an sTED
detector with a 197Au sample (Experimental) compared with the
yield obtained for the JEFF-3.3 nuclear data library (JEFF-3.3)
with 10 bins per decade.

Figure 8. 9 sTEDs detectors in the configuration used to measure
the capture cross section of 79Se and 94Nb.

campaign at EAR2 was performed to validate the sTED
detector. In this measurement, the capture yield obtained
for an 197Au sample was compatible with the JEFF-3.3
capture cross section up to the inelastic threshold at 300
keV. In the short term, an experimental campaign would
be performed with 9 sTED detectors, to make the same
measurement with higher statistics and using the evaluated

version of the fluence and the RF of EAR2. The sTED de-
tector has been already used to perform capture measure-
ments on 79Se, 94Nb, 160Gd and 94,65,96Mo. There is a final
paper on the sTED detector in preparation.
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