














8.9 Error estimation

Error estimation of the stresses was made according to Eq. 3.42.

For example, Fig. 8.14 shows the results of error estimation for Ch. 6 at
two different sea states. It gives an idea of how accurate the measurements
are.

Fig. 8.15 shows the result of the error estimation for Ch. 11 under 2.5 sec-
onds for better visualization of the error.

(@)

(b)

Figure 8.14: The figures show the accuracy of the measurements. For example,
channel 6 is presented for two different sea states. (a) 1.32 m waves. (b) 3.2 m waves.
The figures indicate the possible maximum and minimum values of the measured
variable. (Results from Paper III).
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X1 Channel 11, sea state of 3.2 m
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Figure 8.15: Accuracy of the measurement for Ch. 11 at a sea state of 3.2 m waves
under 2.5 seconds. The green lines are corresponding to (+), (-) errors. (Results from

Paper III).
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9. Concluding remarks

The thesis presents experimental and analytical results for estimation of the
design loads on the single buoy wave energy converter from the waves. FEM
simulations and offshore experimental measurements were compared.

A method, which is based on on-site strain measurements, has been de-
veloped to estimate the structural loads on the inner framework structure
and the outer structure.

A full scale offshore experiment was conducted at different sea states cor-
responding to 1.32 m waves (normal sea state) and 3.2 m waves (abnormal
sea state due to the fact that the amplitude of the translator under operation
isonly 2 m).

The critical design points for the WEC are the capsule and the guiding
system. Because of the huge energy stored in big waves, the floating buoy
can transfer critical lateral force to the guiding system.

A method for the measurement and evaluation of the lateral force acting
on the guiding system was developed (Paper II). The lateral force did not
exceed 11 kN at a sea state of 3.2 m waves and at a sea state of 1.32 m waves,
it was approximately 3.3 kN.

The stress in the corner pillar had the maximum value when the transla-
tor hit the end stop structure (Paper III).

The direction of the stress in the framework crossbar caused by the mag-
netic attractive force between the stator and the translator has varied de-
pending on a sea state. The stress obtained at a sea state of 1.32 m waves
was compressive. The compressive and tensile stress occurred at a sea state
of 3.2 m waves. Sudden jumps of the curve have been registered when the
translator has passed the 0 position (Paper III).

The inclination angle between the generator and the floating buoy was
estimated (Paper II). The inclination angle between the linear generator
and the buoy with the stretched connection line did not exceed eight de-
grees at a sea state of 1.32 m and ten degrees at a sea state of 2 m waves.

The inclination and azimuth angles allow reproduction of the position of
the floating buoy on the water surface (Paper II).

A sudden jump of the inclination angle between the generator and the
floating buoy was obtained, probably because a snatch load between the
buoy and the generator occurred.
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However, the method of the strain measurements has shown good re-
sults, indicating that it can be used to evaluate stress in the structure as well
as to determine the forces and moments under working load of the WEC.

Moreover, a design of a second generation of the connection line be-
tween the floating buoy and the generator has been conducted by the au-
thor (Paper IV).

According to the measurements, the connection line of the WEC suffered
from snatch loads following any slackening. However, the slackening was
not of such a magnitude as to be dangerous to the structure of the line due
to the fact that the translator pulled the connection line before the floating
buoy was on the way up.

In any case, repeated back-and forth cycling over one spot on the
wire created rapid heat build-up and unexpected damage mechanisms
contributed to the degradation of the connection line.

Employing a (HD) compound was an efficient way of minimizing the fric-
tion coefficient between the steel wire and the funnel.

Moreover, an approach with a new compound covering a (HD)
compound has been successfully tested. The new solution showed a
significant increase in the service life of the connection line.

The results from the offshore experiment allow evaluation of the loading
between the connection line and the funnel. Consequently, it gives us very
valuable information about the waves’ direction and the magnitude of the
loading which are key factors for the design of the WEC.

However, loading on the funnel was predominant at one direction only.

Based on these results, it can be concluded that the concept of a sub-
merged Single Heaving Buoy Wave Energy Converter can be used effectively
for renewable electric energy conversion due to the simple design of the
WEGC, the acceptable inclination angle, and the permissible lateral force on
the guiding system.
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10. Future Work

The overall future work will be directed to design research and practice. Fol-
lowing the investigations described in this thesis, a number of areas closely
connected to the author’s work could be taken up for further study, involv-
ing:
* The development of new guiding system based on the measurement re-
sults taking also into account changing of mean sea level due to tides,
barometric pressure, wind stress, etc.

* Modifying connection line design so as to preclude failure modes ob-
served in the previous phase of testing.

e The fact that loading on the funnel was predominant at one direction
can be taken into account as a serious aspect for future development of
the WEC.

* The inner framework structure can be designed according to evaluated
stress in terms of minimizing material price.

* Design of the concrete foundation according to a lateral roll over force.

* More thorough study of the interaction between electromagnetic force,
restoring force and snatch load on the connection line.
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11. Summary of Papers

PAPER I

Catch the Wave to Electricity - The Conversion of Wave
Motions to Electricity Using a Grid-Oriented Approach

The paper focuses on the wave power technology and design of the first
linear generator that was carried out by the Swedish Centre for Renewable
Electric Energy Conversion at Uppsala University. The paper presents ex-
perimentally recorded and calculated power. The results show a good agree-
ment with the numerical models.

The author participated in the Lysekil project.

Published in IEEE Power and Energy Magazine, Volume 7, Issue 1, January-
February 2009, pp.50-54.

PAPER 11

Azimuth-inclination angles and snatch load on a tight mooring
system

This paper presents a method for the measurement and evaluation of the
normal force on the guiding system. The experimental data allow us to de-
fine the inclination and azimuth angle between the generator and the float-
ing buoy. The inclination angle is one of the key parameters for the design
and the construction of the outer structure.

The azimuth angle allows the evaluation of the direction of the loading
on the guiding system. The inclination and azimuth angles allow the repro-
duction of the position of the floating buoy on the water surface.

The author had a leading roll in the development, construction and de-
ployment of the WEC L2, as well as in the installation of sensors for strain
measurements on the capsule of the WEC L2 and the processing of the mea-
surement results. Most parts of the paper were written by the author.

Accepted for publication in Ocean Engineering, December 3, 2011, avail-
able online, December 22, 2011,
http://dx.doi.org/10.1016/j.oceaneng.2011.12.007
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PAPER III

Estimation of Stress in the Inner Framework Structure of a
Single Heaving Buoy Wave Energy Converter

This paper presents a method for strain measurements in the inner frame-
work structure of the single heaving buoy Wave Energy Converter (WEC).
The study focuses on estimation of stress in the inner framework structure
of the WEC using strain measurements in material. Among the results are
the time histories of stresses, forces and bending moments. The objective
is to extrapolate this study to other forms of Wave Energy Converters. This
paper is a step towards the future design of wave energy devices in terms
of material aspect, survivability in a hard wave climate and cost-effective
renewable energies.

The author had a leading roll in the development, construction and de-
ployment of the WEC L2, as well as in the installation of sensors for strain
measurements on the inner framework structure of the WEC L2 and in the
processing of the measurement results. Most parts of the paper were writ-
ten by the author.

Conditionally accepted for publication in IEEE Journal of Oceanic Engi-
neering, May 2011, Revision submitted in Jun 2011.

PAPER IV

Determining the service life of a steel wire under a working
load in the Wave Energy Converter (WEC)

The service life of the steel wire appears to be a very important character-
istic for the WEC. In order to prevent metal-to-metal contact between the
steel wire and a funnel, the steel wire was impregnated in a black high den-
sity (HD) jacketing compound. The paper describes the result from a full-
scale experiment of the dynamic behaviour of the steel wire under a work-
ing load in the WEC.

The paper was presented orally by the author at the 28th International
Conference on Ocean, Offshore and Arctic Engineering OMAE 2009, May 31
- June 5, Honolulu, Hawaii, USA, OMAE2009-79164.

The author suggested the special wire rope as the connection line be-
tween the floating buoy and the generator. The choice of a black high den-
sity (HD) jacketing compound as well as the calculation of the prolongation
of the wire were also conducted by the author. Most parts of the paper were
written by the author.

Published in the Proceedings of the 28th International Conference on Ocean,
Offshore and Arctic Engineering, Honolulu, Hawaii, USA, OMAE2009-79164,
Volume 4: Ocean Engineering; Ocean Renewable Energy; Ocean Space Uti-
lization, Parts A and B, pp. 839-844.
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PAPER V

Temperature measurements in a linear generator and marine
substation for wave power

This paper analyzes the temperature measurements in the WEC and in the
marine substation. Eight temperature sensors were mounted on one of
the stator sides and seven sensors were mounted in the marine substation.
The temperature was measured at two different experiments. The results
showed that the temperature had no radical increase.

The author was deeply involved in the development, construction and
deployment of the WEC L2. The author has also contributed to the exper-
imental set-up of the connection line as well as participated in the Lysekil
project.

The Journal of Offshore Mechanics and Arctic Engineering, Vol. 134, Issue
2, 6 pages, 2012.

PAPER VI

Description of a torus shaped buoy for wave energy point
absorber

The paper describes the work carried out in the Lysekil project. An experi-
ment with a toroidal buoy is presented. The added mass coefficient of the
buoy is strongly dependent on the choice of buoy geometry. High added
mass can create huge inertia forces on the converter and on the floating
buoy which shortens the service life of the WEC. BEST PAPER AWARD RE-
NEWABLE ENERGY 2010, Certificate of appreciation in Area VIII, Ocean En-
ergy, Yokohama, Japan.

The author has contributed to the experimental set-up of the connection
line as well as participated in the Lysekil project.

Presented at the Renewable Energy 2010 International Conference, 27 June-
2 July, Pacifico Yokohama, Yokohama, Japan.

PAPER VII

The Lysekil Wave Power Project: Status Update

The paper presents a description of the Lysekil project from 2002 until 2008.
Itincludes the project history, the laboratory set-up, wave climate measure-
ments, force measurements, a description of the measuring station and the
observation tower as well as the WECs L1, 1.2, L3, the environmental impact,
results and future work.

The author was deeply involved in the development, construction and
deployment of the WEC L2. The author has also contributed to the exper-
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imental set-up of the connection line between the floating buoy and the
generator. Published in the proceedings of the 10th World Renewable Energy
Congress (WRECX), Glasgow, UK, pp.1061-1066, 2008.

PAPER VIII

Sensors and Measurements inside the Second and Third Wave
Energy Converter at the Lysekil Research Site

The paper presents an overview of the sensor system and interactions of
the measurements in the WEC L2 and L3. The WECs were instrumented
with sensors for the measurement of the translator position, magnetic flux,
temperature, rod piston vibrations and structure strain. Signals from the
sensors were converted to electrical signals, amplified inside the WECs and
sent via a cable to the switchgear. In the switchgear, the analogue signals
were digitized. A correlation between different signals was found.

The author was deeply involved in the development, construction and
deployment of the WEC L2 as well as in the installation of sensors for strain
measurements on the outer structure and the inner framework structure
of the WEC L2 and in the processing of the measurement results. The au-
thor has also contributed to the experimental set-up of the connection line
between the floating buoy and the generator as well as to the written ma-
terial on sensors for strain measurements. The author also participated at
the presentation of the results in the poster session at the Ninth European
Wave and Tidal Energy Conference (EWTEC2011).

Accepted for for publication at the Ninth European Wave and Tidal Energy
Conference (EWTEC2011).

PAPER IX

Lysekil Research Site, Sweden: A Status Update

The paper presents a status update of the Lysekil project since 2008. The
paper includes also important results and areas of further research. It in-
cludes a short description of 11 WECs, of the floating buoys connected to
the WEC’s, the different connection lines as well as information about the
marine substation, the observation tower and the measurement results.

The author was deeply involved in the development, construction and
deployment of the WEC L2 as well as in the installation of sensors for strain
measurements inside the WEC L2 and in the processing of the measure-
ment results. The author has also contributed to the experimental set-up of
the connection line between the floating buoy and the generator as well as
to the written material on the connection line.
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Accepted for publication at the Ninth European Wave and Tidal Energy
Conference (EWTEC2011).

PAPER X

A wave power unit

The invention in the patent is a wave power unit with a floating body con-
nected by a connection line to a translator inside the linear generator. The
connection line is guided by a guiding device placed on the top of the outer
structure. The invention also deals with a use of the invented wave-power
plant and a method for producing electric energy. The author has con-
tributed to the design of a guiding device.
International patent, International Publication Number: WO 2010/024741,

International Publication: Date 4 March, 2010.

PAPER X1

A wave power unit with guiding device

The invention in the patent is a special device for the guiding of the connec-
tion line. The author has contributed to the design of this special device.
Contribution included the electrical measurements of a strain in the outer
structure of the WEC and calculation of an inclination angle between the
generator and the floating buoy at different sea states.

International patent, International Publication Number: WO 2011/149396,
International Publication Date: 1 December, 2011.
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12. Svensk sammanfattning

Syfte med denna avhandling &r att bidra till studier och tillimpning
av metoder for kostnadseffektiv energi generering fran alternativa
energikéllor, vilket skulle kunna paverka den framtida designen av
vagkraftverk i termer av 6verlevnad under svara klimatforhallanden.

Processen for att generera energi fran alternativa energikéllor ar forde-
laktigt i manga avseenden. Genom historien har produktionen av olja, gas
och kol natt otroliga proportioner tack vare den snabba utvecklingen inom
fordonsindustrin och energisektorn.

Den senaste tekniken mojliggor att aktivt utveckla metoder for effektiv
produktion av olja och gas i det 6ppna havet mer dn 100 km fran kusten pa
3 km djup. Den enorma faran fér en sddan produktion dr idag uppenbar. Ett
exempel pé detta dr BP-hdndelsen i den Mexikanska golfen 2010.

Stora summor pengar och resurser dr inblandade i utveckling och pro-
duktion av olja och gas. Faktum &r att oljebolagen har ett avgérande infly-
tande pa politiken i ménga ldnder.

Fossila brianslen har en dominerande roll p& den internationella mark-
naden. Ursprunget av fossila branslen dr direkt relaterad till solen. Deras
ndrvaro dr ett resultat av ackumulering av miljontals &r, och anvidndnin-
gen av detta brénsle, en av de frimsta orsakerna till den globala klimat-
forandringen. For ndrvarande dr det tydligt att traditionella metoder for
energiproduktion skapar allvarliga miljoproblem. Energisektorn dr tvungen
att omprova sina positioner mot fornybara energikallor.

Allt pa jorden har sitt ursprung fran solenergi och havets vagor dr inget
undantag.

Havets vagor kan skapas pa flera sitt, till exempel from en jordbdvning i
havet eller tack vare tidvattnet. Vagorna som skapats av en jordbdvning kan
fardas langa strackor upp till 3000 kilometer utan energiférluster. I djupt
vatten dom &dr néstan osynliga. Men pa grunt vatten bérjar de vixa och nédra
kusten kan omvandlas till enorma vagor, s.k. tsunami vagor.

Om vi studerar energi fran havets vagor, vi har att géra med vadgorna som
skapas av vinden. Ursprunget av dessa vagor &r direkt relaterad till solen-
ergi. Solen viarmer upp jorden ojimnt, vilket leder till vind frdn det hoga
trycket i omradet till det 1aga trycket. Dagtid och nattetid dr ett enkelt ex-
empel pé en sddan férdndring av tryck.

Vagorna bildas tack vare att en del av den kinetiska energin from vind
overfors genom friktion mellan vind och havsytan. Energi potentialen av
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havets vdgor dr mycket hog pa grund energi tdtheten. Fér narvarande finns
det ett antal olika tekniker for att omvandla energin fran vigorna som vari-
erar i principer for energiomvandling. Olika omvandlare dr anpassade till
olika djup och till olika kustnira forhallanden. Det finns tre huvudsakliga
grundlidggande typer: offshore, kustndra och som ligger vid vattnet.

Konceptet som utvecklas vid CFE - Centrum for férnybar elenergiomvan-
dling vid Uppsala universitetet baseras p& en boj som ligger pa havets yta
och foljer vagornas rorelser. Bojen dr kopplad via en lina till direktdriven
linjdr generator med permanenta (Nd, Fe14B) magneter.

Denna avhandling undersoker tillférlitligheten i den mekaniska struk-
turen. Resultaten av den fullskaliga experiment dr presenterad.

Elektriska méttningar med t6jningsgivare pa yttre och inre mekaniska
strukturen dr genomforda. Utvdrdering av spanningar i materialet samt de
olika krafter och moment som uppstod under driften av linjar generator &r
presenterade.(Papper III)

Sidokraft pa yttre strukturen frdn bojen samt azimut vinkel mellan
bojen och generatorn &r utvirderade genom tdjningen i kapsel.(Papper II)
Sidokraft &r nyckel faktor fér design av ménga mekaniska komponenter
av vagkraftverk. Azimut vinkel ger den rddande inriktningen av vagor i
regionen.

Vinkel mellan generator och bojen &r utviarderad f6r olika vag klimat.

Resultat av mittningar och berdkningar mojliggor att aterskapa position
av bojen pa havsytan. Det bor ocksd ndmnas att forfattaren var direkt in-
volverad i utveckling, design, montering och installation av vagkraftverk L2.
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13. AuHoTanus Kk quccepaTaniOHHOMY HUCCIIEI0OBAHUIO

I'enepupoBaHus 3HEpPruM U3 aAIbTEPHATUBHBIX HCTOYHUKOB SABJSETCS Hambouiee
11es1eco00pa3HbIM BO MHOTHUX OTHOLICHUSX. B cuity nuctopuu, a iMEHHO OypHOTO pa3BUTHUS
aBTOMOOMJIECTPOCHUSI U NPOMBIIITICHHOCTH, pa3paboTka U N0Oblua HedTH, rasa U yris
JOCTHUITIa HEBEPOATHOrO pa3Maxa. B Hacrosmiee BpeMs Ben€Tcsl akTHUBHAs pa3zpaboTka
MECTOPOXKICHHI HETH U ra3a B OTKPHITOM okeaHe 6osee 100 kM 0T GeperoBoii TMHUK Ha
riyoune 6onee 3 kM. KonmoccanpHas onmacHOCTh TakuX pa3padoOToOK, Kak Ha npumepe BP B
MEKCUKAaHCKOM 3ajliBe, Ha CEerOoJHSIIHMN JaeHb oueBuaHa. OrpomMHble cpeiacTBa U
pecypcesl, pHUBIeKaeMble K pa3paboTke U 100bIYe MECTOPOXKICHUH He(YTH U raza, MOTYT
CPaBHUTHCSI C HAaIMOHAJIBGHBIM BAJIOBBIM IIPOAYKTOM MHOrMX cTpaH. Ilo cytu nena,
HeTIHbIE KOMITAHUU OKa3bIBAIOT PEIIAIoNIee BIMSHIE Ha TIOJUTHKY MHOTHUX CTPaH.

IIponcxox/ieHne HCKOMAeMbIX BHJIOB TOIIMBA HEIMOCPEICTBEHHO CBA3aHO C
conHueM. VX Hanu4ue sBISeTCs pe3yJbTaTOM HAKOIJICHUS B TEUSHHWE MUJUIMOHOB JIET, a
UCIIOJIb30BaHHE ITOTO TOIUIMBA - OJHA M3 OCHOBHBIX NPUYMH ITI00AIBHOTO M3MEHEHUS
KIIMMarta.

B mnacrosmee BpeMs, OYEBMIHO, YTO TPAJULMOHHBIE METOJBI INPOU3BOJCTBA
SHEPTUU CO3JIAI0T CEPbE3HbIE SKOJIOTHYECKHE MpOOJIEMbl. JHEPreTHYECKHH CEeKTOp
BBIHYX/IEH IEPECMOTPETh CBOM IO3MLUM B CTOPOHY BO300HOBISIEMBIX HCTOYHUKOB
SHEPruH, CBA3aHHBIX B IEPBYIO OUYEpeAb C COJHIEM. B KOHEYHOM cuere, Bce Ha 3emile
HAYMHAETCS C COJHIA, U OKCAHCKHE BOJIHBI HE SBJISIOTCS HCKIIIOUCHHUEM.

OxeaHCKHE€ BOJHBI MOTYT OBITH CO3JaHBl HECKOJIBKHMH CIOCOOaMHM, HampuUMep,
3eMJIETPACEHHEM B OKeaHe WJIM NPUIMBOM BOJbl. BOJIHBI, CO3/IaHHBIE 3€MIIETPSICEHHEM,
CIIOCOOHBI IIPEOA0IEBAaTh OTPOMHBIE PACCTOSHUSA, KOTOPblE MOTYT A0X0AuTh 10 3000 kM
0e3 morepu dHepruu. B riy0oKkol BoJe OHM MOYTH HE 3aMETHBI, HO KaK TOJIBKO JIaHIapT
IHa MEHJeTCS, OHM HAaYMHAIOT pacTH M BONMM3M OeperoBol JIMHUM IIPEBpAIalOTCS B
OTPOMHBIC BOJHBI. DHEPrusl OKEAaHCKHUX BOJIH SBJISIETCS OHOW M3 Hamboiiee 3pesUIIHBIX
HUCTOYHUKOB SHEPTUH U3-32 Pa3pyLIMTEILHOIO XapaKTepa BOJIH.

Ecnu MBI M3yyaeM reHepupoBaHHE SHEPIMH OKEAHCKUX WIIM MOPCKHX BOJIH, MBI
“MEeeM JeJI0 C BOJHAMH, BO3HUKAIOIMMHU OT BeTpa. llpupoiga Takux BOJH
HEIIOCPE/ICTBEHHO CBsI3aHa ¢ 3Heprueit conHna. ColHIe HarpeBaeT 3eMJII0 HEPaBHOMEPHO,
YTO MPUBOAUT K BO3HHUKHOBEHHMIO BETPa M3 0OJAaCTH BBICOKOTO IaBJIEHHS B 00JacTb
HU3KOTro AaBieHus. CMeHa JHA M HOYH - IPOCTOH MpUMEp TaKoro pojia CMEHBI 1aBJICHHS.

B ocHOBE BO3HMKHOBEHUS BOJIH JISKUT NEPEHOC HEKOTOPOW YaCTH KUHETHYECKOU
SHEPruu B IPOLEcCe TPEHUs BETpa C OBEPXHOCTBIO OKeaHa. [IoTeHIuan oKeaHCKUX BOJIH
OYEHb BEJIUK OJlarofaps INIOTHOCTH HEPTUH, COJEPIKaleHCsl B HUX.

B mHacrosmiee BpeMsi CyHIECTBYeT LENBI PAN PasIMYHBIX TEXHOJOTHH IS
peoOpa3oBaHus OSHEPrHH BOJH, PAa3MYAOMIMXCS 110 TPHHOUIAM IpeoOpa3oBaHUs
sHepruu. Pasznuunble ycTpoiicTBa mpHcrocoOneHbl K pa3HOM INyOMHE M K Pa3HbIM
0eperoBbIM YCIOBUSIM.

CymecTByeT TpH OCHOBHBIX 0a30BbIX Tuma: od¢umop, NpHOpeKHbIE U
pacrosioxeHHbIe Ha OeperoBoit nuuun. [IpeoOpazoBarens 3Heprun okeanckux BoiH (The
WEC), cM. ¢ur. 4.1, pa3paboTaHHBIN B IIBEJCKOM IIEHTPE HOBBIX BHOB T'CHEPHUPOBAHHS
SHEPTUu TMpH YTICAIBCKOM YHHBEPCHUTETE, MCIOJIb3YeT MPUHIMII OCHWUIAIUA U
BBINOJIHAETCS B BUZIE OTPYKEHHON CTPYKTYpPbI JMHEHHOr0 TeHEPUPOBAHUS SHEPTUH.

B nanHOl auccepTanuM NPOBENEHO MCCIEIOBAHUE HANEKHOCTU MEXaHUUECKOH
CTPYKTYpBl JIMHEHHOTO TEHeparopa C IOCTOSHHBIMH (Nd2Fe14B)  MarHuTamu.
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IIpencrasieHsl pe3yabTaThl NOJHOMACIITAOHOTO KCIIEPUMEHTA, I'/I¢ OBLTH MCIOIb30BaHbI
TEH30METPUYECKHe MAATYMK{, DPACIOJIOKEHHBIE BHYTPU BHEIIHEH W Ha BHYTpPEHHEH
cTpykTypax. OleHKa HanpspKeHUI B MaTepHae, a Takoke Pa3MYHBIX CHJI M MOMEHTOB,
BO3HMKAIOUNIMX B MpOIecce OKCIUIyaTalldd JIMHEWHOTO TeHepaTopa, YCHEeIIHO
OCYIIECTBJICHA.

IMpousBeneHa orieHKa OOKOBOM CHIIBI, ICHCTBYIOIICH Ha HANPABISIOIIYI) CHCTEMY
peoOpa3oBaTessl, YTO SBISETCS KITIOYEBBIM (AaKTOPOM ISl MPOSKTHPOBAHUS M IH3aifHa
MEXaHUYECKHX KOMIIOHEHTOB TeHepaTopa. Takke OCyIIECTBICHA OLIEHKA YIia MEXIy
JMHEHHBIM T'€HEPaTOPOM U OCHWUIMPYIOIIUM SHEPTUI0 YCTPOHCTBOM IPH PAa3IHYHOM
BOJTHOBOM KJIUMaTe.

Pe3ynpTaTs HCCIIeN0BaHUN MO3BOJIAIOT ~ BOCIIPOHM3BECTH IOJIO’KEHUE
OCIIIJUTMPYIOLIETO SHEPTUIO YCTPOKWCTBA Ha MOBEPXHOCTH OKEaHa, YTo NaéT MHPOPMALUIO
0 IOMHUHHPYIOIIEM HaIlpaBJICHUH BOJIH B JaHHOM peruone. Cieyer Takke OTMETUTb, YTO
aBTOP 3aHMMaJl JIMAUPYIOILYIO MO3HULUIO B pa3paboTke, qu3aiiHe, cOOpKe M MHCTAJUIALUH
OJTHOTO M3 MPOTOTHIIOB NpeolpaszoBarens sHepruu okeanckux BoiH (The WEC L2), cm.
¢wur. 4.3-4.9.

ABTOp HazeeTcs, 4YTO HalMCaHWe TaHHOW JAWCCePTAIlNN BHECET BKIAJ B U3y4YCHHE
7 TpPUMEHEHHE METOJOB JUISI 3KOHOMHYECKH J(P(HEKTHBHOTO T'€HEPHPOBAHUS SHEPTHU
OKEaHCKHX BOJIH.
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